




















MODUS ESWT FACTS & FIGURES 

Manufacturer 

Model 

Power Supply 

Fuses 

Compressed Air Supply 

Frequency 

Power 

Operating Mode 

DisPlay 

Classification 

Treatment Start I Stop 

Body 

Operating Conditions 

Storage and Handling Cond. 

Padient record memory 

Custom treatment protocol 
selections 

lnceler Medikal Sagl1k Hiz. San. Tic. Ltd. $ti. 

Modus® 

100 - 240 VAC, 50/60 Hz, 50 W 

2x 1 A, 230VAC 

1 -10 Bar Internal Compressor 

1 -22 Hz 

1 -5 Bar 

Single, Continuous, Burst 

TFT Touch Screen 

Conforms to EN 60601-1 
criteria. Class 1 Applied Part BF 
IP 20 (Foot Pedal IPX5) 
MOD 93/42 CEE Class llb 
EMC Tests Report No. LVT, Ankara 

Main unit button, handle button and optional foot pedal 

Weight: 10 kg 
Dimensions: Height: 120 mm 
Width: 320 mm 
Depth: 390 mm 

Temperature: +10 +30 °C 
Humidity: 30-75% 
Atmospheric Pressure: 700-1060 hPa 

Temperature: -10 to +40 °C 
Humidity: 10-95% 
Atmospheric Pressure: 500-1060 hPa 

Unlimited 

YES 
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